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REMOVE EXISTING SIDEWALK TO
/~ NEAREST JOINT AND REPLACE

GRASS STRIP |
55/

PROP. 9.5 S/w, LR 10 LR
SEE THE DESIGN STANDARD,
"CJRB RAMP FOR NEW
CONSTRUCTION" MOR THE RAMP DETAILS

SAW CUT 2" MINIMUM DEPTH AT
FLOWLINE OF GUTTER AND REMOVE
EXISTING CURB WHEN ASPHALT
RAMP SLOPE 12:1 OVERLAY IS MORE THAN 2" THICK,
o - OTHERWISE REMOVE CURB AND
. (87 MIN.} / GUT’ER AND SOUR RAMP AND
GUTTER MONOUTHIC

LB/ MIN

SECTION

GRASS STRIP
5 S/W

varies|_ 5 MIN &
FOR A CURB RADIUS LESS
THAN 25, TWO RAMPS SHALL
BE REQUIRED
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REVISIONS

NO. DATE BY REMARKS

1. {11-06-00 [ JTIC SCORING LINES & NOTES ADDED

NOTES

CURB RAMPS ARE TO BE LOCATED AS SHOWN ON THE PLANS,
OR AS DIRECTED BY THE ENGINEER

THE GUTTER SHAL. BE SAW CUT 7O A MINIMUM DEPTH GF 2”
IF THE ASPHALT IN THE GUTTER IS 2 ” OR MORE, BUT IF 7HE
ASPHAL] DEPTH 1S LESS THAN 2", THE FULL GURB AND GUTTER
SHALL BE REMOVED AND REPLACED WITH MONOLITHIC GUTTER
AND RAMP. CURB AND GUTTER SHALL BE SAW CUT FOR REMOVAL

SURFACE TEXTURE OF THE RAMP SHALL BE THAT OBTAINED BY
A COARSE BROOMING TRANSVERSE TO THE SLOPE OF "HE RAMP

A MINIMUM OF SEVEN (7) SCORED LINES SPACED AT 2" CENTERS
SHALL BE PLACED TRANSVERSE ON THE TAMP BEGINNING AT THE
GUTTER.  SCORED UNES SHALL BE PLACED @ 8" CENTERS
PARALLEL TO THE RAMP ON YHE SIDE SLOPES

THE LENGTH OF THE SIDE RAMPS SHALL BE SETERMINED BY THE
42:1 SLOPE AND THE HEiGH™ OF THE CURB WiTH A MINIMUM
LENGTH OF 6'. SIDEWALK BEHING THE RAMP SHALL HAVE A
CROSS SLOPE GF 1/4 INCH PER FOOT.

CARE SHALL BE TAKEN TG ASSURE A UNIFORM GRADE ON fHE
RAMP, FREE OF SAGS ANC SHORT GRADE CHANGES.

THE NORMAL GUTTER LINE PROFILE SHALL B
THROUGH THE AREA OF THE RaMP.

MAINTAINE 1)

ANY VARATION TROM THIS STANDARD SHALL COMPLY WilH A&
REQUIRFMENTS, PER CODE OF FEDERAL REGULATIONS
CFR Port 36, App. A, 4.5.5 Width

"HE CURB RAMP SHALL CONFORM WITH THE CITY OF MEMPHIS
STANDARD CONSTRUCTION SPECIFICATIONS.

THIS DRAWING SUPERCEDES STANDARD DATED 3-10-98
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